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Honda	cb500	service	manual	free	online	full

Oil	reservoir	filled	in	excess.2.	Restricted	return	pipe	of	the	oil	tank.3.	The	oil	diversion	plunger	held	closed.	Pages:	1	2	3	4	5	6	7	8	9	10	11	12	13	14	15	16	17	18	19	20	21	22	23	Honda	Troubleshooting	motorcycle	problems	Searches:	CLUTCH	INFORMAITON	The	purpose	of	the	clutch	is	to	gently	disengage	and	engage	the	rear	wheel	engine	to	start,
stop	and	gear	change.	Jump	out	of	gear	1.	The	spark	plug	fails	repeatedly	1.	HANDLING	1.	The	following	are	some	general	instructions	that	apply	to	the	engines	of	the	Honda	motorcycle:	1.	The	engine	rotates	but	does	not	start	1.	NOTE:	If	air	is	escaping	through	the	valves,	check	the	length	of	the	pressure	rod.	When	the	clutch	is	engaged	(clutch
lever	released),	the	diaphragm	spring	applies	a	strong	force	against	the	pressure	plate.	Improperly	adjusted	clutch	controls.2.	worn	friction	plates.3.	Insufficient	clutch	spring	tension.	Fuel	injectors	partially	connected.11.	Clean	the	base	of	the	spark	plug	and	remove	the	spark	plugs.2.	Connect	the	CILINDER	COMPRESSION	GAUGE	(Part	No	HD-
33223-1)	to	the	front	cylinder	according	to	the	manufacturer’s	instructions.3.	Make	sure	the	transmission	is	in	neutral.	Worn	clutch	release	ramps	or	balls.	It	improves	considerably	when	the	oil	is	added	to	the	cylinder.	Replace	the	plates.	engine	run-over	switch	in	OFF.2.	Ignition	switch	outside	the	IGNION	position.3.	Discharged	battery,	loose	or
corroded	connections	(solenoid	conversions).4.	Repeat	procedure	on	the	rear	cylinder.	severely	worn	or	broken	piston	rings.2.	►	Worn	or	damaged	guide	(s)	or	seal	(s).3.	Restricted	oil	filter.4.	Oil	tank	filled	in	excess.5.	Restriction	of	the	oil	return	hose	to	the	tank.6.	Restricted	operation	of	the	respirator.7.	Plugged	cutter	scavenge	port.8.	Oil	diluted
with	petrol.	The	readings	higher	during	the	second	test	indicate	a	worn	track	is.	The	EVAP	flapper	air	cleaner	(if	equipped)	stuck	closed	or	inoperative.	Low	pressure	switch	defective	³.3.	Used	³	pump	generator(s)	4.	Check	³	µ	³	the	cylinder	head	1.	Low	or	damaged	battery.2.	defective.	Slides	1.	The	clutch	is	a	wet	clutch	of	multiple	disks	with	plaques
and	fiber	plates	(fric)	stacked	alternately	on	the	clutch	shell.	CLUTCH	TROUBLESHOOTING	CLUTCH	GUIDES	Incorrect	CLUTCH	release	adjustment	SOLUTION	Non-standard	equipment	at	the	front	end	(such	as	heavy	Radio	receivers,	extra	lighting	equipment	or	luggage)	tends	to	cause	permanent	handling.13.	Do	not	inflate	too	much.2.	Loose
wheel	shaft	nuts.	Bent	press	rod(s).4.	Plates	with	a	winged	clutch.	Unplug	the	wires	from	the	spark	plug.	Lubricant	level	too	high	in	the	clutch	housing	prime.2.	Clutch	controls	misadjusted.3.	Clutch	plates	deformed.4.	You	have	insufficient	clutch	spring.5.	Primal	current	misaligned	or	very	tight.	You	cannot	download	the	required	Individual	Pages
from	this	Manual	by	simply	dragging	them	to	your	Work	Area.	DIAGNOSING	THE	SMOKING	ENGINE	OR	HIGH		CONSUMPTION	Check	Before	Removal	of	the	Cylinder	Head	1.	As	long	as	the	transmission	is	set	on	a	front	gear,	the	engine	pot	will	be	transmitted	to	the	rear	wheel.	Regulation	of	the	advance	ignorance.	The	EVAP	flapper	of	the	air
freshener	(if	equipped)	has	become	stuck	near	or	inoperative.13.	partially	plugged	fuel	injectors.12.							LEO	WOOLMPADA	-	SOLUTION	LEO	LIGHT	³	Main	cylinder	reservoir	with	low	fluid,	leak	system	or	worn	pads.2.	Brake	system	with	air	bubbles.3.	Main	cylinder	or	caliber	track	used	or	damaged	parts.4.	Brake	pads	contaminated	with	fat	or	³.5.
Brake	pads	widely	used.6.	Brake	disk	very	worn	or	deformed.7.	Brake	µ	-	brake	pedal	or	insufficient	caliber	lever,	used	caliber	piston	or	damaged,	or	excessive	brake	fluid	in	the	Brake	fades	due	to	heat	buildup	–	brake	pads	dragging	or	excessive	braking.9.	pressure.	Defective	ignition	coil.7.	Fuel	tank	fill	cap	closed	or	fuel	line	closed	restricting	fuel
flow.8.	Water	or	dirt	in	the	fuel	system.9.	Intake	air	leak.10.	Replace	the	release	ramps	and/or	spheres.	Transmission	Shifts	Difficult	1.	Does	not	shine	when	the	ignition	is	tneiciffusni	fo	tluser	a	sa	thgit	sknil	ro	nrow	yldab	niahc	yramirP	.01.rotcennoc	MCE	ro	yrettab	,lioc	noitingi	ta	noitcennoc	eriw	esool	ro	eriw	degamaD	.9.NOITINGI	ot	kcab	neht
FFO	delcyc	ton	hctiws	yek	thgil/noitingi	dna	deppirt	rosneS	elgnA	knaB	.yrujni	suoires	ro	htaed	ni	ni	ni	ni	ni	tluser	dluoc	dluoc	ecnanetniam	ro/dna	riaper	reporpmI	.stimil	raew	ecivres	kcehC	.buh	hctulc	eht	ot	setalp	hctulc	"dekcolnu"	eht	hguorht	dettimsnart	ylluf	regnol	on	si	llehs	hctulc	eht	fo	ecrof	lanoitator	eht	taht	si	tluser	ehT	.rehtegot	setalp
hctulc	eht	sezeeuqs	regnol	on	ecrof	drawni	gnorts	,detcarter	etalp	erusserp	eht	htiW	.11.renaelc	ria	ro	dlofinam	ekatni	ta	kael	riA	.lamron	hacer	ton	seod	tub	,sekorts	gniwollof	eht	no	pu	dliub	ot	sdnet	,ekorts	tsrif	no	wol	noisserpmoC	ELBUORT	GNIR	STLUSER	TSET	NOISSERPMOC	.gnirps	mgarhpaid	eht	gnisserpmoc	ybereht	,gnirps	mgarht	tsniaga
)noitca	elbac	hctulc	yb(	drawdellb	up	si	etalp	erusserp	eht,)pirg	rabeldnah	tfel	ot	dellup	revel	hctulc(	degagnesid	si	hctulc	eht	nehW	.8	.yramirp	dellifrevO	.11.)s(dor	hsup	htgnel	gnorw	ro	)s(evlav	degamad	ro	gnikcitS	.egakael	fo	tnecrep	eht	fo	eton	a	ekaM	.egakael	rednilyc	fo	ecruos	eht	enimreted	pleh	moht	enimreted	pleh	nac	nac	tset	noisset	c	A
.retset	eht	morf	egakael	etacidni	dluow	taht	selbbub	yna	rof	kool	dna	ecruos	ria	desserpmoc	eht	ot	retset	nwodkael	rednilyc	eht	tcennoc,]sgnittif	retset	lla	dnuora	deilppa[	noitulos	paos	a	htiW	.1revO	enignE	nruT	toN	seoD	ro	etarepO	toN	seoD	rotoM	retratS	ENIGNE	.51.511511511111111101111000000000000000000000000000000000it	evlav
tcerrocnI	.egakael	rebmahc	noitsubmoc	yb	desuac	si	ecnamrofrep	yrotcafsitasnu	,sesac	ynam	nI	.deriuqer	sa	buh	ro	raeg	hctulc	ecalpeR	.dedrater	gnimit	noitingI	.5.stisoped	nobrac	yvaeH	.1	esaeleR	toN	seoD	rO	sgarD	hctulC	.retlif	lio	detcirtseR	.4.detcirtser	esoh	rehtaer	.revoyrrac	liO	.2.dellifrevo	knat	liO	.gnidaol	dne	tnorf	yvaeH	.enigne	dnuos
yllacinahcem	a	nopu	sdneped	ecnamrofrep	enigne	yrotcafsitaS	TSET	NOISSERPMOC	.elcycrotoM	005BC	adnoH	rof	launaM	pohskroW	yrotcaF	lanigirO	.)enigne	gnitarepo	ot	roirp(	no	or	misalignment.	Use	the	navigation	at	the	bottom	of	the	pamigation	to	navigate	to	the	next	pages	(engine,	frame,	suspension,	elapse	systems,	clutch,	transmission	etc.)
in	this	service	manual	Honda	CB500	(each	page	includes	5	PDF	manual	padgles).	OURE	Air	leaks	in	the	ingestion	of	the	duty	of	induction,	exhaust	tube	and	head	joint.	Following	the	manufacturer's	instructions,	perform	a	cylinder	leakage	test	in	the	front	cylinder.	Check	and	adjust	the	clutch	release	mechanism.	The	engine	is	free	to	rotate	at	a
different	speed	from	the	rear	wheel.	Flickers	in	Idle.	The	package	consists	of	seven	fiber	plates,	seven	license	plates,	a	narrow	fiber	plate,	a	shock	absorber	spring	and	a	shock	absorber	spring	seat.	Defective	or	improperly	installed	retention.	The	air	exhaust	through	the	exhaust	tube	indicates	a	leaking	exhaust	van.	Incorrectly	inflated	tires.	Empty	-
length	tank.	Damaged	the	damaged	pump	managers;	The	bomb	of	the	length	is	not	working.	Hoses	or	restricted	-length	accessions.	Restricted	-leo	filter.	Pinhã	axis	drive	equipment	spent.	Restricted	food	hose	of	the	tank.	High	pressure	food	hose	restricted	to	the	accommodation	of	the	Ã³leo	filter.	“Leo	diluted	with	gasoline.	BYPASS	OF	THE	MANGER
OPEN	APPEARED.	Loose	connections.	The	lubrication	system	is	not	returned	to	the	tank	of	~le	1.	Bearings	of	the	incorrectly	adjusted	direction	or	bearings	and	worn	or	worn	outings.	one.	The	fiber	plates	(clutch	drive	plates)	are	typed	for	the	clutch	shell,	which	is	driven	by	the	engine	through	the	first	chain.	Fricking	plates	of	clutch	conversations	or
used,	deformed	or	dragging	axi	plates.	A	proper	compress	test	should	be	performed	with	the	normal	operating	engine	when	possible.	The	clutch	drags	the	incorrect	adjustment	of	clutch	release.	Leakage	test	of	The	cylinder	leakage	test	identifies	engine	problems,	including	leakage	vans,	dwarfs	of	worn,	broken	or	prisoners,	and	blown	heads.	The
cylinder	leakage	tester	applies	compressed	air	to	the	cylinder	to	a	controlled	controlled	and	the	volume	and	measures	the	percentage	of	cylinder	escapes.	Speedometter	Opera	Erratically	1.	This	free	downloading	manual	includes	everything	you	would	need	to	serve	and	repair	your	Honda	CB500	motorcycle.	Clean	the	dirt	of	ignition	candles	and
remove	the	spark	plugs.3.	Remove	the	air	vacuum	cleaner	and	place	the	accelerator	in	the	fully	open	position.4.	The	cylinder	to	rehearse	should	be	at	the	upper	dead	point	of	the	Compression	Course	(both	closed	vans)	during	the	test.5.	To	prevent	the	engine	from	turning	when	air	pressure	is	applied	to	the	cylinder,	engage	transmission	at	fifth	speed
and	block	the	rear.	Internal	problem	of	the	mechanism.	Tighten	the	recommended	bampecan	specification.3.	Incorrect	alignment	of	the	Veãle:	rear	wheel	out	of	alignment	with	frame	and	front	wheel.4.	Rims	and	tires	out	of	true	side.	Rims	and	tires	out	of	van	or	cube	-tantrics.6.	Loose	factors	(models	with	wheels	in	a	la	dion)	.7.	(15	ml)	SAE	30	Ã³
engine	in	each	cylinder	and	repeat	the	compression	tests	in	both	cylinders.	Adhesive	vans.12.	Prion	or	detonation	(pins	or	pins)	1.	worn	or	loose	stabilizing	elements	or	loose	or	broken	stabilizers.	Worn	isolators	or	loose	or	broken	insulators.3.	Insulator	assembly	supports	(left	side	of	the	vehicle)	loose	or	broken.4.	Loose	or	worn	rubber	montages.5.
Fiscal	appearances	of	rear	bifurcation	articulation	loose.6.	Loose	front	engine	assembly	screws.7.	Ligament	or	Escape	System	Embrace	Frame.8.	Motor/transmissive	and	badly	aligned	rear	wheel.9.	5.10.	Rear	fork	piva	set:	tight	or	incorrectly	mounted	pivã	bearings	or	loose,	striated	or	damaged	bearings.	Sub	-cheo	leaf	tank.	Hitch	of	the	displacement
(inner	transmission)	very	worn	and	rounded.2.	Folded	travel	forks.3.	Travel	drum	Damaged	gears.	Inject	approximately	1/2	oz.	ÃÂ¢	Signal	malfunction	switch.Ã	ÂÂÂ¢	Malfunction	in	a	wiring		Â	After	the	completion	of	the	leakproofness	test(s)	on	the	cylinder	and	the	re-installation	of	the	spark	plugs,	The	accelerator	plate	is	in	the	closed	position	before
starting	the	engine.	The	clutch	dragging	lightly.	Not	the	very	high	transmission	lubricant.3.	Very	heavy	transmission	lubricant	(operation	in	winter)	.4.	HIGH	LEE	Pressure	1.	The	alternator	of	the	ethnian	system	does	not	load	1.	Compression	is	normal	if	the	final	readings	are	within	the	interval	specified	in	Table	3-22,	and	do	not	indicate	a	variance
§An	greater	than	10	psi	(0.689	bar)	between	cylinders.b.	If	the	compress	is	less	than	100	psi	(6.89	bar)	for	1100	cc	or	150	psi	(10.3	bar)	engines	for	1200	cc	engines.	See	tires	and	wheels.	The	alternator	load	rate	is	below	normal	1.	almost	discharged	battery.6.	Damaged	wire	or	loose	connection	at	the	battery	terminals,	the	ignition	coil	or	the	ECM
connector.	Intermittent	short	circuit	due	to	the	isolation	of	the	damaged	wire.8.	Water	or	dirt	in	the	fuel	system.9.	Ventilation	system	of	the	fuel	department.	Follow	the	procedure	described	in	Top	End	Overhaul:	Disassembly,	Stripping	Motorcycle	for	Top	End	Repair,	to	dismantle	motorcycle	for	the	removal	of	heads,	cylinders	and	pistons.	When	an
engine	needs	repair,	it	is	not	always	possible	to	determine	an	anterior	if	the	repair	is	possible	only	with	cylinder	heads,	cylinders	and	dismantled	pistations,	or	if	the	complete	engine	disassembly	is	required	for	the	repair	of	the	cãárter.	Difficial	start	1.	ECM	or	sensors	(CKP,	ET	or	TMAP)	defective.5.	Very	low	oceaning	rate.6.	Vase	of	the	admissive
collector.	The	license	plates	(clutch	-driven	plates)	are	switched	to	the	clutch	cube,	which	drives	the	rear	wheel	through	transmission	and	security	belt.	The	result	is	that	the	forgiveness	of	the	clutching	of	the	clutch	is	transmitted	through	clutch	plates	to	the	clutch	cube.	Candles	of	ignition	in	poor	or	partially	dirty.	spark	plug	cables	in	poor	condition
and	or	leakage.3.	Opening	of	the	sailing	of	ignition	is	very	close	or	very	wide.4.	defective	ignition	coil,	ECM	or	sensor	(TMAP,	CKP,	ET	or	O2)	.5.	2.	Irregular	or	peak	wear	of	the	front	tire	floor.8.	Damaged	or	inadequate	front-tire	combination	tires.9.	™	tire	and	e	unbalanced.	Note:	After	completing	the	compression	test	(s)	and	reinstalling	the	spark
plugs,	check	that	the	throttle	plate	is	in	the	closed	position	before	starting	the	engine.	Damaged	or	worn	shock	absorbers	and	not	functioning	normally.12.	Loose	or	broken	valve	springs.	7.	Return	passages	of	oil	for	clogging.	Valve	guide	seals.3.	Guide	of	the	valve	to	clearance	of	the	valve	stem.	Surface	of	the	head	and	cylinder	joint.	The	porosity	of
the	cylinder	head	cast,	allowing	oil	to	drain	into	the	fuel	chamber.	Damaged	or	missing	O-ring	from	the	oil	pump/chamble	joint.	With	the	throttle	plate	in	a	wide	open	position,	the	crank	motor	continuously	through	5	to	7	strokes	of	complete	compression.4.	Observe	the	meter	readings	at	the	end	of	the	first	and	last	compressive	blows.	Run	the	engine
until	it	reaches	normal	operating	temperature.	Stop	the	engine.	Damaged	ingestion	or	exhaust	valve	(s).13.	Oil	Tank	empty.	Â¢	diluted	oil.	Troubleshooting	Engine	Troubleshooting	The	Troubleshooting	section	is	a	guide	to	diagnosing	problems.	Emptiness	of	the	head	joint	The	same	reaction	as	the	valve	problem.	Check	the	engine	light	illuminates
during	overheating	of	operation	1.	Fiber	plates	are	now	free	to	rotate	at	a	relative	speed	different	from	that	of	steel	plates	(that	is,	sliding	between	the	clutch	plates	occurs).	Jiffy	moves	away	and	transmits	into	gear.	Return	spring	of	the	shifter	(inside	the	primary	floor)	folded	or	broken.5.	Folded	exchange	rod.	The	shifting	forks	have	emerged	or
damaged.	Worn	corners	of	gear	dogs	and	shifter	dog	rings.	The	pressure	plate	presses	the	clutch	plates,	causing	the	plates	to	rotate	as	a	single	unit.	Low	oil	pressure	caused	by	the	pump	feeding	oil	not	working	properly	or	blocked	oil	passages.2.	FAILED	HYDRAULIC	LIFTER	(S).3.	Manual	Workshop	service	for	Honda	CB	500	models.	Engine
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ed	edadicoleVºâ	.)onrevni	on	o£Ã§Ãarepo(	odaseP	find	that	the	repair	of	the	Sharter	is	necessary;	this	requires	the	chassis	motor	cutter	to	be	removed	described	in	REMOVE	THE	ENGINE	FROM	THE	CHASSIS.	Generally,	the	repair	of	the	head	and	cylinder	(valves,	anacheitis,	pistons,	etc.)	will	be	necessary,	and	the	procedure	of	first	maintenance	of
these	units	is	recommended,	allowing	the	engine's	crater	to	remain	in	the	chassis.	Item	³	grounded.2.	Motor	ground	wire	loose	or	broken.3.	Defective	voltage	regulator	module.4.	Loose	or	broken	wires	in	the	charging	circuit.5.	Defective	stator	and/or	rotor.	Check	the	correct	length	of	the	pushrod.	Loose,	worn	or	damaged	engine	support	and/or
stabilizer	links.14.	Incorrect	length	of	pressure	rod.5.	Cam	(s),	cam	gear	(s)	or	worn	cam	sleeves.6.	Binding	of	the	rocker	arm	on	the	axis.7.	Gluing	valve	in	the	guide.	The	spark	plugs	are	in	poor	condition,	have	inadequate	clearance	or	are	partially	damaged.2.	Spark	plug	cables	in	poor	condition.3.	Nearly	discharged	battery.4.	Damaged	wire	or	loose
wire	connection	in	the	battery	terminal,	ignition	coil	or	ECM	connector.5.	Ignition	failure	(possible	sensor	failure).6.	Clutch	plates	worn	out.	Empty	fuel	tank.2.	Clogged	fuel	filter.3.	Obstructed	fuel	injectors.4.	Discharged	battery,	loose	or	broken	terminal	battery	connections.5.	Dirty	spark	plugs.6.	Manufacturers	of	spark	plugs	in	poor	condition	and
short	circuit,	loose	connections	or	cables	connected	to	incorrect	cylinders.7.	Incorrect	ignition	timing	due	to	faulty	coil,	ECM	or	sensors	(TMAP,	CKP).8.	The	following	checklist	for	possible	operational	problems	and	their	probable	causes	will	be	useful	to	keep	a	motorcycle	in	good	operational	condition.	Insufficient	oil	supply	or	lack	of	oil	circulation.2.
Insufficient	air	flow	over	the	engine.3.	Leak	valve	(s)	4.	Record	test	results.5.	Connect	the	CYLINDER	COMPRESSION	GAUGE	to	the	rear	cylinder	and	repeat	Steps	3	and	4.	Excessive	vibration	1.	Advanced	ignition	timing	due	to	faulty	sensor	inputs	(CKP,	TMAP)	/malfunctioned	engine.11.	the	defective	ECM	or	sensor	(CKP,	TMAP).	Drain	lubricant	to
correct	the	level.	strike	1.	NOTE:	For	cold	weather	begins,	always	the	clutch.	BRAKES	The	brake	does	not	hold	normally	1.	The	blade	worn	or	damaged	clutch	gear	splines.	Excessive	carbon	deposition	³	the	floor	pan	or	combustion	chamber.2.	Incorrect	heat	range	ignition	candle.3.	Defective	candle(s)	4.	The	wheels	are	not	aligned,	the	rims	folded	or
the	tires	are	worn	or	damaged.13.	It	does	not	improve	considerably	with	the	addition	of	³.	â	Using	CYLINDER	CYLINDER	TEST	and	follow	the	specific	instructions	µ	provided	with	the	tester.	tester.
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